COMMODORE 1571 


DISK DRIVE 



The Commodore 1571 V 2 megabyte SVa" disk drive: 


• Capable of running fast data transfer rates which saves time and increases 
productivity 

• Storage capacity of 350 K for large data storage requirements 

• Format programmable allowing CP/M™ software compatibility to most 
computers 

• Completely compatible with Commodore 128, 64, Plus/4 and Cl6 
Computers 
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COMMODORE 1571 


DISK DRIVE 


GENERAL FEATURES 


SYSTEM FEATURES 


MEDIA 

CHARACTERISTICS 


INPUTS/OUTPUTS 

DIMENSIONS 

WEIGHT 

COLOR 

POWER REQUIREMENTS 


• 5 ] A" Floppy Disk Drive 

• Supports Fast Data Transfer Rates 

• Two Serial Ports for Adding Peripherals 

• Software Disk Format Selectable 

• Comes With Serial and Power Cables 

• Compatible with Commodore 128, 64, 16 and Plus/4 Computers 

• Built-in 6502 Microprocessor 

• 2K RAM 

• 32 K ROM 

• Built-in DOS 

• High Data Transfer Rates 

• 300 cps under C64 Control 

• 1500 cps under Cl 28 Control 

• 3500 cps under CP/M™ Control 

• Up to 4000 cps Burst Rate 

• Commodore Standard (GCR) 

• Double Sided/Single Density 

• 350K Storage Capacity (Formatted) 

• Compatible with 1541 and 2031 Disk Drives 

• Supports Program, Sequential, Relative and User Files 

• CP/M” Compatible (MFM) 

• Double Sided/Double Density 

• Up to 41 OK Storage Capacity (Formatted) 

• Boots up in IBM™ System 34 Format, (Kaypro™ and Osborne™ 
Format Compatible) 

• Supports most CP/M™ Files 

• Two Serial Ports 

• Power Connector 

• 76mm x 216mm x 346mm (H x W x D) 

• 6 lbs. 12 oz. 

• Light Beige 

• 240 Volts Ac, 50 Hz, Less than 25 Watts 
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-(-Specifications subject to change without notice. 

*CP/M is a registered trademark of Digital Research, Inc. 

* KayPro is a registered trademark of Kaypro, Inc. 

* Osborne is a registered trademark of Osborne Computer Corporation. 

* IBM and PC are registered trademarks of International Business Machines Corp. 







